CONDUCTIVITY FEEDBACK CONTROL SYSTEM 
FOR SLURRY BLENDING 
Applicant: Lemke Serial No.: 09/876,459 
Paee 1/10 



100 



ADD AMOUNT OF FIRST 
COMPONENT TO MIX VOLUME 



RECIRCULATE/MIX BLENDED 
SLURRY OR DILUENT 



MEASURE CONDUCTIVITY 



IS MEASURED CONDUCTIVITY 

SUBSTANTIALLY EQUAL TO 
REFERENCE CONDUCTIVITY? 



YES 



QUALITY SLURRY 



102 



104 



106 



112 



L 



108 



ADD AMOUNT 
OF SECOND 
COMPONENT TO 
MIX VOLUME 
I 



NO 



110 



Fig. 1 




200 



Fig. 2A 




TIME 



Fig. 2B 




CONDUCTIVITY FEEDBACK CONTROL SYSTEM 
FOR SLURRY BLENDING 
AppUcant: Lemke Serial No.: 09/876,459 
Pace 4/10 




CONDUCXrVITY FEEDBACK CONTROL SYSTEM 
FOR SLURRY BLENDING 




Fig. 6 



CONDUCTIVITY FEEDBACK CONTROL SYSTEM 
FOR SLURRY BLENDING 
AppUcant: Lemke Serial No.: 09/876,459 
Paee 7/10 



O 
O 



V 





UJ ^ 

a 
z 
o 
o 





CONDUCl mXY FEEDBACK CONTROL SYSTEM 
FOR SLURRY BLENDING 
AppUcant: Lemke Serial No.: 09/876,459 
Pace 8/10 




CO 
CO 



^1 

on 



Q 

OliJ3iu 

mm 

ye 

o 
o 



00 
CO 



1 



O UJ 

o ^ 

w -J 
en CD 







LU 




or 






O 


1- 


t- 


u. 


o 


o 


1— 


LU 


INJE 


UEN' 






-J 


O 




o 


CAL 



X >- 

UJ Z) 
< CO 

o UJ 

^ 9 

o ^ 

UJ Zj 



00. 
CNJ 



o7 

CO 



o 



h- 

LU 5: 
— ) J— 

< 5 

LU O 

o 



ujI 

< R 

LU O 



O 
O 



CO^ 



P3 



